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GR5005BS-CAPR 50 5 3.1750 47.5 1.5×2 14800 54200 370 80 56 P 5 15 114 C Rc1/8 96 9 14 8.6 1.80 1.53
GR5005BS-DAPR 50 5 3.1750 47.5 1.5×2 14800 54200 370 80 56 P 5 15 114 D 43 Rc1/8 96 9 14 8.6 1.71 1.53
GR5005CS-CAPR 50 5 3.1750 47.5 1.5×3 21000 81300 530 80 66 P 5 15 114 C Rc1/8 96 9 14 8.6 2.01 1.53
GR5005CS-DAPR 50 5 3.1750 47.5 1.5×3 21000 81300 530 80 66 P 5 15 114 D 43 Rc1/8 96 9 14 8.6 1.93 1.53
GR5006BS-CAPR 50 6 3.9688 46.6 1.5×2 20100 66500 380 84 64 P 5 15 118 C Rc1/8 100 9 14 8.6 2.22 1.53
GR5006BS-DAPR 50 6 3.9688 46.6 1.5×2 20100 66500 380 84 64 P 5 15 118 D 45 Rc1/8 100 9 14 8.6 2.13 1.53
GR5006ES-CAPR 50 6 3.9688 46.6 2.5×2 31300 110800 590 84 70 P 5 15 118 C Rc1/8 100 9 14 8.6 2.36 1.53
GR5006ES-DAPR 50 6 3.9688 46.6 2.5×2 31300 110800 590 84 70 P 5 15 118 D 45 Rc1/8 100 9 14 8.6 2.28 1.53
GR5006FS-CAPR 50 6 3.9688 46.6 2.5×3 44300 166200 860 84 88 P 5 15 118 C Rc1/8 100 9 14 8.6 2.81 1.53
GR5006FS-DAPR 50 6 3.9688 46.6 2.5×3 44300 166200 860 84 88 P 5 15 118 D 45 Rc1/8 100 9 14 8.6 2.73 1.53
GR5008BS-CAPR 50 8 4.7625 46 1.5×2 24900 80100 380 87 76 P 6 18 129 C Rc1/8 107 11 17.5 10.8 3.07 1.53
GR5008BS-DAPR 50 8 4.7625 46 1.5×2 24900 80100 380 87 76 P 6 18 129 D 49 Rc1/8 107 11 17.5 10.8 2.95 1.53
GR5008ES-CAPR 50 8 4.7625 46 2.5×2 38700 133400 590 87 84 P 6 18 129 C Rc1/8 107 11 17.5 10.8 3.29 1.53
GR5008ES-DAPR 50 8 4.7625 46 2.5×2 38700 133400 590 87 84 P 6 18 129 D 49 Rc1/8 107 11 17.5 10.8 3.16 1.53
GR5008FS-CAPR 50 8 4.7625 46 2.5×3 55000 200100 860 87 108 P 6 18 129 C Rc1/8 107 11 17.5 10.8 3.94 1.53
GR5008FS-DAPR 50 8 4.7625 46 2.5×3 55000 200100 860 87 108 P 6 18 129 D 49 Rc1/8 107 11 17.5 10.8 3.82 1.53
GR5010BS-CALR 50 10 6.3500 45.2 1.5×2 38300 106700 390 93 91 L 8 18 135 C Rc1/8 113 11 17.5 10.8 3.98 1.53
GR5010BS-DALR 50 10 6.3500 45.2 1.5×2 38300 106700 390 93 91 L 8 18 135 D 51 Rc1/8 113 11 17.5 10.8 3.84 1.53
GR5010DS-CALR 50 10 6.3500 45.2 2.5×1 32800 88900 330 93 71 L 8 18 135 C Rc1/8 113 11 17.5 10.8 3.34 1.53
GR5010DS-DALR 50 10 6.3500 45.2 2.5×1 32800 88900 330 93 71 L 8 18 135 D 51 Rc1/8 113 11 17.5 10.8 3.20 1.53
GR5010ES-CALR 50 10 6.3500 45.2 2.5×2 59400 177800 620 93 101 L 8 18 135 C Rc1/8 113 11 17.5 10.8 4.31 1.53
GR5010ES-DALR 50 10 6.3500 45.2 2.5×2 59400 177800 620 93 101 L 8 18 135 D 51 Rc1/8 113 11 17.5 10.8 4.17 1.53
GR5010FS-CALR 50 10 6.3500 45.2 2.5×3 84100 266700 890 93 131 L 8 18 135 C Rc1/8 113 11 17.5 10.8 5.27 1.53
GR5010FS-DALR 50 10 6.3500 45.2 2.5×3 84100 266700 890 93 131 L 8 18 135 D 51 Rc1/8 113 11 17.5 10.8 5.13 1.53

Note: •  The rigidity indicated with the *mark in the above list represents the operational value based on the result of rigidity testing. This value is calculated from the elastic displacement measured when 

 • Wiper material P: Plastic wiper, L: Lip seal
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