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FR1010PS-HPNR 10 10 2.3812 8.1 1.7×1 2600 3800 60 23 27 17.5 N 10 44 H 24 21.5 16 — M3 32 4.5 — — 0.11 0.06

FR1210PS-HPNR 12 10 3.1750 9.5 2.7×1 6700 10700 110 27 38 19.5 N 10 47 H 27 23 18 — M3 36 4.5 — — 0.17 0.08

FR1220PS-HPNR 12 20 3.1750 9.5 1.7×1 4300 6700 70 27 48 20 N 10 47 H 27 23 18 — M3 36 4.5 — — 0.20 0.08

FR1505PS-HPNR 15 5 3.1750 12.5 2.7×1 7400 12900 120 30 25 17.3 N 9.5 54 H 30 26.5 20 — M6 41 5.5 — — 0.15 0.11

FR1510PS-HPNR 15 10 3.1750 12.5 2.7×1 7400 12900 120 30 38 20 N 10 54 H 30 26.5 20 — M6 41 5.5 — — 0.20 0.13

FR1520PS-HPNR 15 20 3.1750 12.5 1.7×1 4800 8200 80 30 48 20.5 N 10 54 H 30 26.5 20 — M6 41 5.5 — — 0.24 0.13

FR1530PS-HPNR 15 30 3.1750 12.5 1.7×1 4800 8200 80 32 65 20.5 N 10 56 H 32 27.5 21 — M6 43 5.5 — — 0.36 0.14

FR2010PS-HPNR 20 10 4.7625 16 2.7×1 18000 33900 160 40 38 23 N 12 68 H 40 32.5 25 — M6 53 6.6 11 6.5 0.36 0.21

FR2020PS-HPNR 20 20 4.7625 15.9 1.7×1 11600 20600 100 40 48 23 N 12 68 H 40 32.5 25 — M6 53 6.6 11 6.5 0.43 0.23

FR2505PS-HPNR 25 5 3.1750 22.5 3.7×1 13100 31800 240 40 30 20 N 12 68 H 40 32.5 25 — M6 53 6.6 11 6.5 0.27 0.34

FR2508PS-HPNR 25 8 3.9688 21.6 3.7×1 17500 38800 250 45 41 25 N 15 74 H 45 35.5 28 — M6 59 6.6 11 6.5 0.49 0.34

FR2510PS-HPNR 25 10 4.7625 21 2.7×1 20400 42600 200 45 37 25 N 15 74 H 45 35.5 28 — M6 59 6.6 11 6.5 0.44 0.34

FR2525PS-HPNR 25 25 4.7625 21 1.7×1 13100 25900 130 45 58 27 N 15 74 H 45 35.5 28 — M6 59 6.6 11 6.5 0.61 0.37

Note: •   The rigidity indicated with the *mark in the above list represents the operational value based on the result of rigidity testing. This value is calculated from the elastic displacement measured when 
the axial load equivalent to 30% of basic dynamic load rating (C) is applied between the screw thread and the balls.

 • Wiper material N: Without wiper
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FR3205PS-DPNR 32 5 3.1750 29.5 3.7×1 14700 41600 300 52 30 20 N 12 82 D — 39.5 32 31 M6 67 6.6 11 6.5 0.52 0.58

FR3208PS-DPNR 32 8 4.7625 28 3.7×1 30100 74600 330 56 42 25.5 N 15 84 D — 40.5 34 32 M6 69 6.6 11 6.5 0.79 0.55

FR3210PS-DPNR 32 10 6.3500 27.2 3.7×1 43100 97000 370 62 55 28.5 N 15 89 D — 43 37 34 M6 75 6.6 11 6.5 1.17 0.52

FR3212PS-DPNR 32 12 6.3500 27.2 3.7×1 43100 97000 370 62 65 31 N 15 89 D — 43 37 34 M6 75 6.6 11 6.5 1.33 0.54

FR3216PS-DPNR 32 16 6.3500 27.2 3.7×1 43100 97000 370 62 78 30 N 15 89 D — 43 37 34 M6 75 6.6 11 6.5 1.54 0.56

FR3612PS-DPNR 36 12 7.1440 30.6 3.7×1 59500 140500 400 70 62 32.5 N 18 104 D — 50.5 41 40 M6 86 9 14 8.6 1.77 0.66

FR3616PS-DPNR 36 16 7.1440 30.6 3.7×1 59500 140500 400 70 80 35 N 18 104 D — 50.5 41 40 M6 86 9 14 8.6 2.14 0.70

FR4008PS-DPNR 40 8 4.7625 36 3.7×1 34400 98300 410 64 44 26 N 15 98 D — 47.5 38 38 M6 80 9 14 8.6 1.01 0.89

FR4010PS-DPNR 40 10 6.3500 35.2 3.7×1 49400 125800 410 70 55 28.5 N 15 104 D — 50.5 41 40 M6 86 9 14 8.6 1.43 0.85

FR4012PS-DPNR 40 12 7.1440 34.6 3.7×1 64000 160700 460 74 63 33 N 18 108 D — 52.5 43 41 M6 90 9 14 8.6 1.90 0.84

FR4016PS-DPNR 40 16 7.1440 34.6 3.7×1 64000 160700 460 74 78 34 N 18 108 D — 52.5 43 41 M6 90 9 14 8.6 2.23 0.88

Note: •   The rigidity indicated with the *mark in the above list represents the operational value based on the result of rigidity testing. This value is calculated from the elastic displacement measured when 
the axial load equivalent to 30% of basic dynamic load rating (C) is applied between the screw thread and the balls.
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Custom Ball Screw: END DEFLECTOR METHOD SINGLE NUT (Accuracy grade C3-C7)
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FR1010PS-HPNR 10 10 2.3812 8.1 1.7×1 2600 3800 60 23 27 17.5 N 10 44 H 24 21.5 16 — M3 32 4.5 — — 0.11 0.06

FR1210PS-HPNR 12 10 3.1750 9.5 2.7×1 6700 10700 110 27 38 19.5 N 10 47 H 27 23 18 — M3 36 4.5 — — 0.17 0.08

FR1220PS-HPNR 12 20 3.1750 9.5 1.7×1 4300 6700 70 27 48 20 N 10 47 H 27 23 18 — M3 36 4.5 — — 0.20 0.08

FR1505PS-HPNR 15 5 3.1750 12.5 2.7×1 7400 12900 120 30 25 17.3 N 9.5 54 H 30 26.5 20 — M6 41 5.5 — — 0.15 0.11

FR1510PS-HPNR 15 10 3.1750 12.5 2.7×1 7400 12900 120 30 38 20 N 10 54 H 30 26.5 20 — M6 41 5.5 — — 0.20 0.13

FR1520PS-HPNR 15 20 3.1750 12.5 1.7×1 4800 8200 80 30 48 20.5 N 10 54 H 30 26.5 20 — M6 41 5.5 — — 0.24 0.13

FR1530PS-HPNR 15 30 3.1750 12.5 1.7×1 4800 8200 80 32 65 20.5 N 10 56 H 32 27.5 21 — M6 43 5.5 — — 0.36 0.14

FR2010PS-HPNR 20 10 4.7625 16 2.7×1 18000 33900 160 40 38 23 N 12 68 H 40 32.5 25 — M6 53 6.6 11 6.5 0.36 0.21

FR2020PS-HPNR 20 20 4.7625 15.9 1.7×1 11600 20600 100 40 48 23 N 12 68 H 40 32.5 25 — M6 53 6.6 11 6.5 0.43 0.23

FR2505PS-HPNR 25 5 3.1750 22.5 3.7×1 13100 31800 240 40 30 20 N 12 68 H 40 32.5 25 — M6 53 6.6 11 6.5 0.27 0.34

FR2508PS-HPNR 25 8 3.9688 21.6 3.7×1 17500 38800 250 45 41 25 N 15 74 H 45 35.5 28 — M6 59 6.6 11 6.5 0.49 0.34

FR2510PS-HPNR 25 10 4.7625 21 2.7×1 20400 42600 200 45 37 25 N 15 74 H 45 35.5 28 — M6 59 6.6 11 6.5 0.44 0.34

FR2525PS-HPNR 25 25 4.7625 21 1.7×1 13100 25900 130 45 58 27 N 15 74 H 45 35.5 28 — M6 59 6.6 11 6.5 0.61 0.37

Note: •   The rigidity indicated with the *mark in the above list represents the operational value based on the result of rigidity testing. This value is calculated from the elastic displacement measured when 
the axial load equivalent to 30% of basic dynamic load rating (C) is applied between the screw thread and the balls.
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